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CORAL COVE OCEAN ESTATE 
DESIGN GUIDELINES

Purpose of this Design Guide
This Design Guide forms part of the contractual 
conditions of sale. It is intended for use by purchasers, 
builders, designers, and consultants involved in 
the design and delivery of new homes within the 
development. It provides clear expectations around site 
planning, architectural presentation, materials, fencing, 
services, and overall neighbourhood character.

All housing proposals must also comply with applicable 
planning regulations, codes and approvals issued by the 
local Council and relevant statutory authorities.

To support the timely development and presentation 
of the community, purchasers must commence 
construction of their dwelling within 12 months of land 
settlement, and complete construction within 12 months 
of commencement. 

Where delays occur due to circumstances beyond the 
purchaser’s control, extensions to these timeframes may 
be considered, subject to evidence of progress or cause 
of delay. 

This design guide outlines the approach for 
all residents to achieve best practice design 
outcomes throughout Coral Cove Ocean Estate.

Below is a step-by-step guide of the process that takes your project from design, through to construction.
Application and Approval Process

STEP 1: 
DESIGN

Design your home with your architect or builder in 
accordance with the Coral Cove Design Guidelines  
and Council regulations.

STEP 3: 
BUILDING PERMIT

Prepare and submit your Building Application to 
a building certifier and any plumbing or drainage 
approvals to Bundaberg Regional Council.

STEP 2: 
DESIGN APPLICATION PREPARATION

Prepare your Design Application and be sure you’ve 
supplied all the correct information for your home to 
be assessed by Council.

STEP 4: 
CONSTRUCTION

Upon issue of a building permit, you can proceed with 
the construction of your new home.
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BUILDING SITING

Setbacks
•	 Building setbacks are subject 

to easements.
•	 Front setbacks should 

provide space for 
landscaping and a transition 
between private and public 
realms. 

•	 Side setbacks must ensure 
access to sunlight, allow for 
maintenance access, and 
provide privacy between 
dwellings. 

•	 Rear setbacks should protect 
the private open space 
of neighbouring lots and 
support adequate zones for 
planting. 

Corner Lots
•	 Corner lots are interpreted as 

having two front boundaries 
and two side boundaries for 
the purposes of determining 
building setbacks (no rear 
boundary setback applies)

•	 Corner lots must address 
both street frontages 
through built form 
articulation, window 
placement, and landscaping 
to enhance passive 
surveillance and visual 
interest.

•	 Fencing requirements for 
corner lots is explained under 
fencing on page 6.

Setbacks, site cover and building height

Building envelope when 
fronting an Access Street  

Front setback when 
fronting a Collector Street 

* Rear setback approx 1.5-2m 
per QDC requirements. 

The way buildings are sited on 
individual lots plays a critical role in 
shaping the character, functionality, 
and liveability of a neighbourhood. 
Setbacks, building height and site 
cover are key design controls that 
influence how development interacts 
with streets, public spaces, and 
adjoining properties. These elements 
help ensure access to natural light 
and ventilation, manage privacy and 
overlooking, support landscaping 
outcomes, and contribute to an 
attractive and cohesive streetscape.

Corner lot setback diagram

Setback diagrams for typical lots across Courtyard, 
Premium Courtyard and Traditional typologies
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STREET FRONTAGE

The presentation of a dwelling to the street plays a 
vital role in shaping neighbourhood identity, safety and 
walkability. A well-designed frontage promotes passive 
surveillance, supports community interaction, and 
contributes to a cohesive streetscape. 

Frontage, Façade and Materials
•	 The primary building frontage 

(including garages) should 
occupy a minimum of 65% of 
the lot width.

•	 Front entries must be clearly 
visible from the street, with 
direct pedestrian access 
provided from the footpath to 
the front door. 

•	 Front façades should 
incorporate articulation 
through elements such as 
varied wall planes to avoid 
blank or monolithic street-
facing walls. 

•	 Homes should ideally be 
constructed of materials 
such as face brick, rendered 
and painted brickwork, Hebel, 
pronto panel, or quality 
cladding or a combination of 
same.

•	 The roof of the home should 
be tiled or Colorbond of a 
light colour. 

•	 Windows and doors 
facing the street must be 
proportionate and well-
positioned to provide passive 
surveillance and promote 
visual connection with the 
street

•	 Letterboxes must be 
constructed of materials 
and be of a style and 
colour consistent with and 
complementary to the home. 
Temporary letterboxes are 
not permitted.

Material selection, building frontage and facade design
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GARAGES & DRIVEWAYS

Garages and driveways are essential 
functional elements of a home and 
also have a significant influence on 
the visual character and walkability of 
the streetscape. 

Garages and Driveways
•	 Garage doors must not 

dominate the frontage; they 
should be set back 1m from the 
main building line.

•	 Garage door openings must be 
no more than 50% of the width 
of the home frontage and a 
maximum of 6m wide.

•	 Driveways are to be located 
as per the approved Plan of 
Development providing there 
are no conflicts with proposed/
existing services. 

•	 Driveway must be constructed 
to comply with Council 
requirements and be 
completed prior to occupation 
of the dwelling. 

Design and location considerations

•	 Caravans, boats and trailers of 
any kind must not be parked 
in the front yard, driveway or 
verge.

•	 Driveway tracks (i.e. twin strips) 
are not permitted. Driveways 
must be constructed as a full-
width surface from the kerb to 
the garage or carport.

•	 Driveways must be constructed 
using high-quality materials 
such as exposed aggregate, 
or pre-fabricated coloured 
concrete to complement the 
home and streetscape.
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FENCING

Thoughtfully designed fences 
contribute to the overall aesthetic 
appeal, enhance safety, and foster 
social interaction among residents. 

Front, side, rear and corner block fencing

Side and Rear Boundary Fences
•	 Side and rear boundary fences should be 1.8 metres in height.
•	 Where side boundary fencing proceeds continuously towards the 

street, the height must be tapered from 1.8m down to 1.2m over a 
maximum distance of 2.5m.

Front Fencing
•	 Front fences should be low and visually permeable (maximum 1.2m 

height) or see-through when viewed from the front, while private 
when viewed from an angle to enhance privacy while not impacting 
upon street amenity and social engagement.

General Fencing Requirements
•	 Purchasers are responsible 

for all costs associated with 
the erection and maintenance 
of dividing fences between 
their lot and any adjoining lot 
owned by the Developer.

•	 Resale contracts should 
include a covenant stating 
that the Developer is not 
responsible for contributing 
to the cost of any dividing 
fence between the lot and any 
lot retained by the Developer, 
regardless of any provision in 
the Dividing Fences Act to the 
contrary.

•	 Side and rear boundary fences 
must be constructed from 
Colorbond in Surfmist colour. 

Side fence transitioning in height to align with front fence height.

M
ax. 1.2m

 
front fence

M
ax. 1.8m

  
side and rear fence

Fence height tapers down 
over a max. distance of 2.5m

Fencing on Corner Blocks
•	 On corner blocks, fences must 

adhere to setbacks where 
both sides are front setbacks 
and should be low and visually 
permeable (maximum 1.2m 
height).
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DEVELOPMENT & 
PROPERTY STANDARDS

Creating a high-quality residential neighbourhood requires consideration 
during construction management and ongoing maintenance. This ensures 
safety, and maintains the attractiveness and amenity of Coral Cove.

Construction Impacts
•	 Construction sites must be 

managed to minimise dust, 
noise, stormwater runoff and 
road obstruction. 

•	 Builders must comply with 
relevant local and state 
environmental and safety 
regulations.

•	 Construction materials and 
equipment must be stored 
within the site boundary and 
not on footpaths, roads or 
neighbouring lots.

•	 Temporary fencing must be 
installed around the lot for 
safety and site protection 
and removed promptly upon 
completion.

•	 Site cleanliness must be 
maintained throughout 
construction. Rubbish must 
be contained and removed 
regularly to prevent litter and 
pests.

•	 Damage to public 
infrastructure such as 
footpaths, kerbs, street trees 
or utilities during construction 
must be rectified at the 
builder’s or owner’s expense.

Landscaping Requirements
•	 All properties must be 

maintained in a clean and tidy 

Construction, maintenance requirements, 
external fixtures, services and infrastructure

condition, with regular upkeep 
of landscaping, lawns, building 
façades and fences to support 
neighbourhood amenity.

•	 Landscaping must form a key 
part of the frontage, with garden 
beds, small trees, or shrubs 
used to soften the built form and 
define the edge between public 
and private spaces.

Duplex Permissibility
•	 Duplex homes are only permitted 

on lots specifically identified 
by the Developer, or where 
prior written consent has been 
granted by the Developer.

External fixtures, services and 
infrastructure
•	 External fixtures, services and 

general infrastructure should 
be located away from primary 
street frontages and positioned 
below fence height, or screened 
with architectural or landscape 
elements. This includes:

•	 Bins, bin enclosures and 
storage areas;

•	 Hot water systems and pool 
pumps;

•	 Air conditioning units, 
meter boxes and electrical 
infrastructure;

•	 Rainwater tanks;
•	 Clotheslines and external 

drying areas, and;
•	 Satellite dishes, antennas 

and solar equipment
•	 Air conditioning units and 

other mechanical plant should 
be placed to minimise noise 
impacts on neighbours.

•	 Bin enclosures should allow 
convenient access to the 
street for kerbside collection 
without requiring long-term 
storage in front setback areas.

 
Sea Turtle Sensitive Area
•	 Purchasers are encouraged 

to consider building elements 
that minimise the impact to 
sky glow for the benefit of the 
local Sea Turtles.

•	 Windows and doors facing the 
ocean are tinted to reduce 
light transmission.

•	 External lighting is ‘smart 
lighting’ (incorporating 
sensors, timers and dimmers) 
and positioned low to the 
ground, shielded and directed 
to minimise light spill.

•	 Where practical lighting has a 
low transmittance at the blue 
end of the spectrum.

•	 Pavement is tinted to reduce 
reflectance.
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Disclaimer: 
While the developer has endeavoured to ensure that all information provided is complete, accurate and up to date, the 
developer take no responsibility for any error or omission relation to this information. The purchaser must refer to the 
contract for sale and purchase of land, and all information contained in the contract for sale and purchase of land take 
precedence over this document in the event of any ambiguity or inconsistency. All information and plans or diagrams 
presented within this guideline document were correct at time of release, however, the developer reserves the right to vary, 
amend or add to the design guidelines and lot disclosure plans, from time to time in response to changing circumstances 
and without prior notice. The inclusion of an image to demonstrate a particular feature does not guarantee that other 
elements of the home are compliant with the design guidelines. These design guidelines are intended to be consistent 
with all statutory and authority requirements, however, such conformance does not constitute an approval from a Building 
Certifier and does not guarantee an approval will be granted by a Building Certifier.


